REF PART NUMBER 
QTY DESCRIPTION 
MATERIAL / REMARKS 


1 
QB21924 
2 
PIPE 
- 


2 
QB21925 
4 
PIPE 
- 


3 
QB21926 
4 
PIPE 
- 


4 
QB21969 
1 
MANIFOLD 
- 


5 
QB21954 
8 
NOZZLE 
S527 


6 
QB21670 
2 
CAP END CLOSED 
- 


7 
- 
- 
- 
- 


8 
- 
- 
- 
- 


9 
QB21953 
1 
PIPE 
- 


10 
QB21966 
1 
ADAPTOR AIR BLEED 
- 


11 
- 
- 
- 
- 


12 
QB21988 
1 
CAP END 
- 


13 
QB21911 
2 
MOUNT 
- 


14 
QB22050 
2 
PLATE BASE 
- 


NOTES: 


1. NOZZLE CENTRES SYMMETRICAL ABOUT 


2. T.I.G. WELD WHERE INDICATED TO QD5040 CLASS 2. 
WELD SYMBOLS COMPLY WITH BS EN 22553. 
WELD PROCEDURE: QD5040-197 


3. CARE MUST BE EXERCISED TO AVOID DAMAGE TO MATING FEATURES AND 
NOZZLE ORIFICES. 


4. CLEAN ALL WELDING IN ACCORDANCE WITH QD5017. 


5. THIS ASSEMBLY MUST BE PROOF PRESSURE TESTED TO 12.6 bar GAUGE 
NO LEAKAGE OR PERMANENT DISTORTION PERMISSABLE. 


6. CRACK DETECT TO QD5022. THIS OPERATION MAY BE OMITTED AT THIS 
STAGE AND PERFORMED AT QB05043 ASSEMBLY STAGE. THIS IS DUE TO 
PHYSICAL MANIPULATION OF MANIFOLD NOZZLES AT ASSEMBLY. 


7. DIMENSIONS SHOWN FOR INSPECTION PURPOSES ONLY. 
ALL UNSPECIFIED COMPONENT GEOMETRY AND SIZES TO BE 
MANUFACTURED IN ACCORDANCE WITH CATIA MODEL QB21923 
TO THE SAME ISSUE AS DRAWING. 


8. FINISH - NATURAL 
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